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About the Company

Sealmatic designs and manufactures mechanical seals and associated products mainly for
the oil & gas, chemical, pharmaceutical, pulp & paper, power, mining and many more
industrial applications. Sealmatic can help relieve stress and reduce the life cycle costs
associated with the most important aspects of plant operation. Sealmatic has a longstanding
tradition of providing mechanical seals and sealing services that are trusted by the industry.

Sealing Technology

With a wide range of products and services, Sealmatic has solutions for every sealing
requirement — such as Pusher Seals, Standard Cartridge Seals, Elastomer Bellows Seals,
Metal Bellows Seals, Engineered Seals, Split Seals, Gas-Lubricated Seals and many more.
Each and every Sealmatic seal is the result of numerous steps involving extensive
engineering and thus processing the same in various production steps. Our engineers at
Sealmatic work with discipline and passion to maintain high standards in their respective
fields. With the use of 3D modelling we ensure optimum performance of application specific
seals. Sealmatic has engineered high-performance products that reliably withstand extreme
environments, challenging applications and evolving legislation. No matter how strict the
specification or how unique the application, we have the solutions to offer. Extremely
complicated seal faces for Dry Gas Seals are manufactured under a controlled environment,
deploying sophisticated machines to produce intricate profiles on the seal face.

Continuous Research & T

To maintain our position at the forefront of technological innovation, we continuously test our
new designs in real-world environments, simulated by our state-of-the-art test rigs. Sealmatic
provides a wide range of training courses that cover the correct procedures for installing,
operating and maintaining mechanical seals. With a combination of hands on as well as
theoretical training, our employees learn about safety, performance, reliability of energy
services and industrial process plants including trouble shooting and problem solving,
enabling them to become experts in their fields. With the deep knowledge of over 70 subjects
and intricate designs, we have builta legacy to carry forward the vision of our company.

Global Sales & Service

Our aim at Sealmatic is to ensure utmost satisfaction of our customers, where we ensure
international quality and close proximity. And because our partners are globally located, we
can be present in person anytime, offering engineering services whenever needed. Our
customers are spread across all the continents and we are very proud to state that we have
100% retention rate, we have a satisfied base of over 1000 customers across the globe.

Environmental, Health & S

Sealmatic's management and employees take active participation in establishing and
supporting Environmental, Health and Safety (EHS) policy and procedures. By maintaining
compliance with applicable EHS laws and regulations, Sealmatic strives to ensure the health,
safety, and welfare of its employees and others affected by its business operations.

A TUVRheinland®  TgW...

European Directive 2014/68/EU

QA-System (Module H) CE @” 3 G/D C T6
ATEX - 2014/34/EU  1so9001:2015

1SO 14001:2015
BS-OHSAS 18001:2007




Categories, Arrangements, Configurations,
Seal Types & Spring Positions

Category Configuration Seal Type
—>|

Spring Pos

. Default configuration

Me ical seal
Category| Arrangemen

1 1 ) Carbon vs Nickel Three digits
Plain gland for 0
F FKM M  Bound Tungsten
g 2 H Arrangement 2and 3 Carbide g rounded up to the
next whole
Floating throttle bushing Carbon vs iTeD
L | for Arrangement 1, G PTFE N Reaction Bonded
Dual seal Category 1,2,3 Silicon Carbide
with different Reaction Bonded B
. " . L . s
F hrottl hing f
seal typesin ixed throttle bushing for H Nitrile Sl_llcon Carbide vs o @ G
the inner Arrangement 1, Category 1 Nickel Bound
1R GulEr Tungsten Carbide 47.25 mm: 048
ition: Reaction Bonded 48.63 mm: 048
position: ¢ | Containment seal for ] EEKH Silicon Carbide vs
2CW-CS, 2NC-CS Reaction Bonded XXX: Unspecified
Inner type Silicon Carbide
/ Outer Floating, segmented Sintered Silicon ----
type carb?n bushing may be 5 Flexible graphite C_arbide vs - - - -
e.g.BA specified for Category 1, sintered silicon
2,3 carbide
Carbon vs 1 5B esE
X | Unspecified X Unspecified R  Sintered Silicon
Carbice 12 53C 66A
Dual seal with different Graphite loaded, 13 54 66B
secondary seal materials Reaction Bonded - - - -
atthe inner and outer S Silicon Carbide vs ----
e Reaction Bonded
position: Silicon Carbide EEle
Inner material/ (s;'ratphit: Is°'|a'ded’ - - - -
Outer material intered sSilicon
B 151 751 I
Sintered Silicon ----
oo Carbide Il izl I

Optional configuration

Om)I

Non-Contacting — Face-to-Back

Shaft diameter: <20 (0.75 inch) or >110 mm (4.3 inch)

D Optional design feature

Seal Coding System

sign options

e Face Material
Material

Containment Device

X  Unspecified

Dual seal with different
face materials at the
inner and outer position:
Inner material/Outer
material

e.g.PIN

o
. . 1
:_ Sngtlgbs(:aL?rt:dgf : Contacting Wet — Fixed Throttle Bushing TBa|ancetd l:"-ls_t\lgrc(s:eal176 a0 350 ) Seal face surface speed
E «Distributed flush system emperature: <23 m/s (75 ft/s
E B > 1CW-FL Gauge pressure: 20 bar (300 PSI) / 40 bar (600 PSI) /s ( 79)
g Contacting Wet — Floating throttle bushing Multiple springs: Alloy C-276 or Alloy C-4 |
0 e g Single spring: SS 316
<s = 2CW-CW O-Rings: FKM or FFKM Seal face surface speed
e < . X X >23 m/s (75 ft/s)
E Dual seal cartridge Contacting Wet — Contacting Wet NBR, HNBR, EPM, EPDM, TFE ...
w P jum) < P .
S h(bufl:er)medlum) (seal 2CW-CS Y Rotatlng
(2] chamber]
< «Internal reverse Contacting Wet — Containment Seal Metal bellows seal with O-Rings
balance feature (non-contacting or contacting CS) Temperature: —40 °C ... 176 °C (40 °F ... 350 °F) |
« Distributed flush Gauge pressure: 20 bar (300 PSI)
5 :7; 5 ’5\ system (if possible) |. Metal bellows: Alloy C-276, Alloy 718
aon o -
29 29 Non-Contacting — Containment Seal O-Rings: FKM or FFKM
%) § ) ﬁ (non-contacting or contacting CS ) NBR, HNBR, EPM, EPDM, TFE ...
o ¢ @ @
=] S o
<3 <R 3CW-FB —>| | |
o LL o u_ Dual seal cartridge Contacting Wet — Face-to-Back Metal bellows seal with flexible graphite
o5 o5 p{barriermedium) > p(Seal Temperature: —40 °C ... 400 °C (-40 °F ... 750 °F) Stationary
T i 7 i il —’l + Gauge pressure: 20 bar (300 PSI) For Arrangement 2 and
Contacting Wet — Back-to-Back Metal bellows: Alloy 718 A t3th e
+Internal reverse balance Secondary seal: Flexible graphite brrar?gegwen € Sfe,a yges can
feature € mixed across contigurations
—>| + (see note of 4.1.3)
s £ —— s |
E =
<
g = > 3NC-BB Totally engi ed sealing sy Media:
g % R c—— o - Temperature:  <—40 °C or > 260 °C Highly corrosive fluids for which the
= g RS SRS (<—40 °F or > 500 °F) (Category 1) specified materials are not suitable,
2 5 <—40 °C or > 400 °C fluids with absolute vapor pressures
% © —>| |- (<—40 °F or < 750 °F) (Category 2/3) >34 bar (493 PSI), unstable liquid
= g Non-Contacting — Face-to-Face properties (e. g. multiphase, non-
g 3 Gauge pressure: >20 bar (300 PSI) (Category 1) Newtonian), high viscosity or pour
= ‘g" _’l i' >40 bar (600 PSl) (Category 2/3) point above or within 20 °C (36 °F)
= I Surface speed:  >23 m/s (75 ft/s) of minimum ambient temperature.

Piping Plan




Example

Mechanical Seal Design Options m
Category Containment Device Secondary Seal Material Face Material Shaft Size Piping Plan
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o I: FFKM (Inner position) N: Carbon vs Reaction
2 A lalaond F: FKM (Outer position) Bonded Silicon Carbide 050 g
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Seal designation: 22A-P1/FN-050-02/52

AP| 682 4" Edition Solutions At A Glance

Sealmatic Product Locator For Mechanical Seals And Seal Supply Systems.

Category Category 1
1CW-FX 2CW-CW 2NC-CS 3CW-FB 3NC-BB

Configuration

CTX-APEISN CTX-APIDN GSPHTa CTX-APIDN GSPHKD

Mechanical Seal

Seal Type A
Category 2 and 3
Configuration | 1CW-FL | 2CW-CW | 2CW-CS | 2NC-CS | 3CW-FB | 3CW-BB | 3CW-FF | 3NC-FB | 3NC-BB | 3NC-FF
b0
£ B750VK-
:c'g' B750VN B750VK GSPH | GSPHTa B750VK B750VK-D GSPH-KD
&
SB SB-Ta SB-Ta SB-D | BGSRTa GSR-D
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CTXAPI-SN

Product Description
APl 682 Category 1, Type A, Arrangement 1
Single seal configuration
Balanced design
Independent of direction of rotation
Cartridge construction
Robust construction with shrink-fitted seal face
Heavy duty solid seat design

SRS

Technical Features

1. Designed to accommodate shaft deflections and
process fluctuations

2.  Efficient construction for heat dissipation

3.  Compact installation design

4.  Factory assembled cartridge unit for easy
installation

5.  Springs are product protected to avoid
contamination

6. Can accommodate reverse pressure

7. Can handle extensive applications in various
temperatures and pressures

8.  Versatile in design to fit various seal chambers

Typical Industrial Applications
e Chemical industry
e Petrochemical industry
* Oil and gas industry
* Highly volatile hydrocarbons
e Toxic and hazardous media
e Media with poor lubrication properties
* Low solids content and low abrasive media
»  Vertical and horizontal ANSI chemical standard
pumps

Performance Capabilities
Shaft diameter: d1=20... 110 mm (0.79" ... 4.33")
Pressure: pl = 22 bar (319 PSI)
Temperature: t= —40 °C ... +176 °C (40 °F ... +349 °F)
(>176 °C (349 °F) please enquire)
Sliding velocity: vg = 23 m/s (75 ft/s)

Materials
Seal ring: Blister resistant carbon, Silicon carbide SSiC
(Q12)
Mating ring: Silicon carbide SSiC (Q1)
Secondary seals: EPDM (E), NBR (P), FKM (V), FFKM (K)
Springs: Hastelloy® C-4 (M)* and C-276 (M5)
Metal parts: CrNiMo steel 316 (G) or equivalent,
optional materials on request.
* Sealmatic standard

Recommended piping plans
Process side:
01,02,03,11,12,13, 14, 21, 22, 23,31, 41, 32
Atmosphericside: 51, 61, 62, 65A, 65B, 66A, 66B

API 682 4th Edition Category 1
Seal Type A (Rotating)

Configuration 1CW-FX (Contacting Wet — Fixed throttle bushing)

| | | 23
[
=
22 21
20 24
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Item Description
1 Seal ring
2,5,7,16 O-ring
3 Spring
4 Mating ring
6 Shaft sleeve
8 Gland
9 Multi-flow distributor
20 Set ring
21,24 Set screw
22 Setting plate
23 HSH cap screw
F Flush
Quench
D Drain




CTXAPI-DN

Product Description
API 682 Category 1, Type A, Arrangement2 & 3
Dual seal in face-to-back configuration
Balanced design
Independent of direction of rotation
Cartridge construction
Robust construction with shrink-fitted seal faces
Heavy duty solid seat design

SECRES

Technical Features

1. Designed to accommodate shaft deflections and
process fluctuations

2.  Efficient construction for heat dissipation

3.  Compact installation design

4.  Factory assembled cartridge unit for easy
installation

5.  Springs are product protected to avoid
contamination

6. Can accommodate reverse pressure

7. Can handle extensive applications in various
temperatures and pressures

8.  Versatile in design to fit various seal chambers

Typical Industrial Applications
e Chemical industry
e Light volatile and highly viscous hydrocarbons
* Low solids content and low abrasive media
*  Media with poor lubrication properties
e Qil and gas industry
e Petrochemical industry
e Toxic and hazardous media
e Standard pumps
e \Vertical and horizontal ANSI chemical pumps

Performance Capabilities
Shaft diameter: d1 =20 ... 110 mm (0.79" ... 4.33")
Pressure: p1 = 22 bar (319 PSI)
Temperature: t = —40 °C ... +176 °C (—40 °F ... +349 °F)
(>176 °C (349 °F) please enquire)
Sliding velocity: vg = 23 m/s (75 ft/s)

Materials
Seal rings: Blister resistant carbon, Silicon carbide SSiC
(Q12)
Mating rings: Silicon carbide SSiC (Q1)
Secondary seals: EPDM (E), NBR (P), FKM (V), FFKM (K)
Springs: Hastelloy® C-4 (M)* and C-276 (M5)
Metal parts: CrNiMo steel 316 (G) or equivalent,
optional materials on request.
* Sealmatic standard

Recommended piping plans - 2CW-CW
01,02,03,11,12,13, 14, 21, 22, 23, 31, 41, 32
Between seals: 52, 55
Atmospheric side*: 61, 62, 65A, 65B
* Depending on application, please enquire

Recommended piping plans - 3CW-FB
Process side:
01,02,03,11,12,13, 14, 21, 22, 23, 31, 41, 32
Between seals: 53A, 53B, 53C, 54
Atmosphericside*: 61, 62, 65A, 65B
* Depending on application, please inquire

API 682 4th Edition Category 1
Seal Type A (Rotating)
Configuration 2CW-CW (Contacting Wet — Contacting Wet)
Configuration 3CW-FB (Contacting Wet — Face-to-Back)

6 7 1 4 5 17

18 12 13 22 24

—

Item Description
1,9 Seal ring
2,5,7,10, 13, 15, 16, 17 O-ring
3,11 Spring
4,12 Mating ring
6 Shaft sleeve
8 Intermediate Gland
14 Driver
19 HSH Cap screw
18 Gland
20 Set ring
21,24 Set screw
22 Setting plate
23 Hexagon bolt
LBI Liquid Buffer IN
LBO Liquid Buffer OUT




B750VN

Product Description
API 682 Category 2 and 3, Type A, Arrangement 1
Single seal configuration
Balanced design
Independent of direction of rotation
Cartridge construction
Pumping device available for increased efficiency
in circulation
7.  Rotary unit with multiple springs

e @1 25 9 [ =

Technical Features

1. Robust and compact design

2.  Standardised components allows efficient stock-
keeping

3.  Extensive applicationsin the field covering varied
temperatures and pressures

4.  Extensive selection of materials

Metal parts available in special materials

6.  Universally applicable both for retrofits or original
equipments

e

Typical Industrial Applications
* API 610/I1SO 13709 pumps
e Oil and gas industry
e Refining technology
e Petrochemical industry
e Chemical industry
e Highly volatile hydrocarbons
* LPG plants
*  Power plant technology
¢  Process pumps

Performance Capabilities
Shaft diameter:d =20 ... 110 mm (0.79" ... 4.33")
Pressure: pl = ... 42 bar (609 PSI)
Temperature: t = —40 °C ... +176 °C (—40 °F ... +349 °F)*
Sliding velocity: vg = 23 m/s (75 ft/s)
Axial movement:
d <40 mm £1.0 mm
d 240 mm £1.5 mm
* Engineered up to 260 °C (500 °F) with FFKM (K)
secondary seals

Materials
Seal ring: Blister resistant carbon,
Silicon carbide SSiC (Q1), RBSiC(Q2)
Mating ring: Silicon carbide SSiC (Q1), RBSiC(Q2)
Secondary seals: EPDM (E), NBR (P), FKM (V), FFKM (K)
Springs: Hastelloy® C-276 (M5)
Metal parts: CrNiMo steel 316 (G) or equivalent,
optional materials on request.

Recommended piping plans
Process side:
01,02,03,11,12,13, 14, 21, 22, 23,31, 32,41
Atmosphericside: 51, 61, 62, 65A, 65B, 66A, 66B

API 682 4th Edition Category 2 & 3
Seal type A (Rotating)

Configuration 1CW-FL (Contacting Wet — Floating throttle bushing)
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Item Description
1.1.1 Seal ring
1.1.2 Driver
1.1.3 Thrust ring
1.1.4,1.3,3,6 O-ring
1.1.5 Spring Sleeve
1.1.6,8 Spring
1.1.7,13 Set screw
1.2 Mating ring
2 Shaft sleeve
4 Gland
5 Multi-flow distributor
7 Throttle bushing
9 Washer
10 Setting plate
11 Hexagon bolt
12 Setring
14 Plug
Flush
Q Quench
D Drain
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B750VK

Product Description
APl 682 Category 2 and 3, Type A, Arrangement 2
& 3 seal
Dual seal in face-to-back configuration
Balanced design
Independent of direction of rotation
Cartridge construction
Pumping device available for increased efficiency
in circulation
Rotary unit with multiple springs
Can accommodate reverse pressure

Technical Features
Can handle extensive applications in various
temperatures and pressures
Versatile in design to fit various seal chambers
Material of construction available in special
metallurgy
Special torque transmission design for high
performance
Operation reliability due to rugged metal torque
transmission at the rotating seal face

Typical Industrial Applications
API 610/1SO 13709 pumps
Oil and gas industry
Refining technology
Petrochemical industry
Chemical industry
Highly volatile hydrocarbons
LPG plants
Power plant technology
Process pumps

Performance Capabilities

Shaft diameter: d =20 ... 110 mm (0.79" ... 4.33")
Pressure: pl = ... 42 bar (609 PSI)

Temperature: t = =40 °C ... +176 °C (+220 °C)
(—40 °F ... +349 °F (+428 °F))*

Sliding velocity: vg = 23 m/s (76 ft/s)

Axial movement:

d <40 mm 1.0 mm

d>40 mm £1.5 mm

* Engineered up to 260 °C (500 °F) with FFKM (K)
secondary seals

Materials

Seal rings: Blister resistant carbon,

Silicon carbide SSiC(Q1), RBSiC(Q2)

Mating rings: Silicon carbide SSiC (Q1), RBSiC(Q2)
Secondary seals: EPDM (E), NBR (P), FKM (V), FFKM (K)
Springs: Hastelloy® C-276 (M5)

Metal parts: CrNiMo steel 316 (G), Duplex (G1),
Hastelloy C-276 (M5)

Recommended piping plans 2CW-CW

Process side:

01,02,03,11,12,13, 14,21, 22,23,31,32,41
Between seals: 52, 55

Atmospheric side: 61, 62, 65A, 65B

Recommended piping plans 3CW-FB

Process side:
01,02,03,11,12,13,14,21,22,23,31,32,41
Between seals: 53A, 53B, 53C, 54
Atmosphericside: 61, 62, 65A, 65B

API 682 4th Edition Category 2/3
Seal type A (Rotating)
Configuration 2CW-CW (Contacting Wet — Contacting Wet)
Configuration 3CW-FB (Contacting Wet — Face-to-Back)
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Item Description
1.1.1,2.1.1 Seal ring
1.1.2,2.1.2 Driver
1.1.3,2.1.3 Thrust ring
1.1.4,1.3,2.1.4,2.3,4,6,10 O-ring
1.1.5,2.1.5 Spring sleeve
1.1.6,2.1.6, 13 Spring
1.1.7,17 Set screw
1.2,2.2 Mating ring
3 Shaft sleeve
5 Key
7 Intermediate gland
8,14 Washer
9 Retaining ring
11 Gland
12 Throttle bushing
15, 19 Hexagonal screw
16 Set ring
18 Setting Plate
20 HSH cap screw
21 Head screw plug
F Flush
LBI Liquid Buffer/Barrier IN
LBO Liquid Buffer/Barrier OUT
Q Quench
D Drain




B750VK-D

Product Description

1. API 682 Category 2 and 3, Type A, Arrangement 3

seal

Dual seal in back-to-back configuration
Balanced design

Independent of direction of rotation
Cartridge construction

en Gl > L9 (9

in circulation
Rotary unit with multiple springs
8.  Can accommodate reverse pressure

=

Technical Features

1. Can handle extensive applications in various

temperatures and pressures

2. Versatile in design to fit various seal chambers

3.  Material of construction available in special
metallurgy

4.  Special torque transmission design for high
performance

5. Operation reliability due to rugged metal torque

transmission at the rotating seal face

Typical Industrial Applications
* API 610/I1SO 13709 pumps
e Oil and gas industry
e Refining technology
e Petrochemical industry
e Chemical industry
e Highly volatile hydrocarbons
* LPG plants
*  Power plant technology
¢ Process pumps

Performance Capabilities
Shaft diameter:d = 20 ... 110 mm (0.79" ... 4.33")
Pressure: pl = ... 42 bar (609 PSI)
Temperature: t=—40°C ... +176 °C
(=40 °F ... +350 °F)*
Sliding velocity: vg = 23 m/s (76 ft/s)

Axial movement: d €40 mm +1.0 mm, d >40 mm +1.5

mm
* Engineered up to 260 °C (500 °F) with FFKM (K)
secondary seals

Materials
Seal rings: Blister resistant carbon,
Silicon carbide SSiC (Q1), RBSiC(Q2)

Mating rings: Silicon carbide SSiC (Q1), RBSiC(Q2)
Secondary seals: EPDM (E), NBR (P), FKM (V), FFKM (K)

Springs: C-276 (M5)
Metal parts: CrNiMo steel 316 (G) or equivalent,
optional materials on request.

Recommended piping plans
Process side*:
01,02,03,11, 12,13, 14, 21,22,31,32,41
Between seals: 53A, 53B, 53C, 54
Atmospheric side**: 61, 62, 65A, 65B
* Piping plans 11 ... 41:
Integration in seal to be dimensionally checked.
** Throttle bushing on request.

Pumping device available for increased efficiency

API 682 4th Edition Category 2 & 3
Seal type A (Rotating)
Configuration 3CW-BB (Contacting Wet — Back-to-Back)

* LBO
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Item Description
1.1.1,2.1.1 Seal ring
1.1.2,2.1.2 Driver
1.1.3,2.1.3 Thrust ring

1.14,1.3,2.14,2.3,4,8,9 O-ring

1.1.5,2.1.5, Spring sleeve
1.1.6,2.1.6, Spring
1.1.7,2.1.7 Set screw
1.2,2.2 Mating ring
3 Shaft sleeve
5 Adapter
6 Washer
7 Retaining ring
10 Cover
11 HSH cap screw
12 Set ring
13 Set screw
14 Assembly plate
15 Hexagonal bolt
LBI Liquid Barrier IN
LBO Liquid Barrier OUT




API 682 4th Edition Category 2 & 3
Seal type A (Stationary)
Configuration 1CW-FL (Contacting Wet — Floating throttle bushing)

SB

Product Description " F

1. API 682 Category 2 and 3, Type A, Arrangement 1

seal ‘}

Single seal configuration
Balanced design |
Independent of direction of rotation
Cartridge construction
Stationary design with multiple springs
Designed with integrated pumping device for M
increased efficiency in circulation =
Robust construction with shrink-fitted seal face A T Y \
9. Heavy duty design of solid seat /

@ G s e Y

f

%

Technical Features
1.  Accommodates shaft deflections due to stationary
design
2. Can be designed for individual pump application with

corresponding connection parts to be adopted to the
pump seal chamber
3.  Optimum heat dissipation due to integrated pumping

device available for increased efficiency in circulation
and optimized seat design

Cartridge unit factory assembled for easy installation,
which reduces downtime

91213 7 24 11 16 17

N A

5. Trouble-free long-term operation due to heavy duty
single seat design with bandage

6. Can operate under high sliding velocities and high
pressures

Typical Industrial Applications
e Oil and gas industry
e Refining technology
e Chemical industry
¢ Hot water
*  Sour water
* Caustic soda

e Amines
e Crystallizing media
e Crude oil

*  Process water

e Crude oil feed pumps
¢ Injection pumps

*  Multiphase pumps

Performance Capabilities
Shaft diameter: d1 =40 ... 110 (250) mm
(1.57" ... 4.33 (9.84)"
Pressure: pl = 42 (150) bar (609 (2,175) PSI)
Temperature: t = =40 °C ... +176 (+200) °C
(—40 °F ... +350 (+394) °F)
Sliding velocity: vg = 23 (60) m/s (76 (197) ft/s)
Axial movement: £3.0 mm

Materials
Seal ring: Blister resistant carbon,
Silicon carbide SSiC (Q1), RBSiC(Q2, Q3)
Mating ring: Silicon carbide SSiC (Q1), RBSiC(Q2)
Secondary seals: EPDM (E), NBR (P), FKM (V), FFKM (K)
Springs: Hastelloy® C-4 (M)* and C-276 (M5)
Metal parts: CrNiMo steel 316 (G) or equivalent,
optional materials on request.
* Sealmatic standard

Recommended piping plans
Process side:
01,02,03,11,12,13,14,21,22,23,31,32,41
Atmosphericside: 51, 61, 62, 65A, 65B, 66A, 66B
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Item Description
1 Seal ring
2,6,8,12,13 O-ring
3,16 Spring
4 Back-up ring
5 Mating ring
7 Multi-flow distributor
9 Sleeve
10 Set screw
11 Shaft sleeve
14 Gland
15 Throttle bushing
17 Washer
18 Shrink Disc
19 Setting plate
20 Hexagon bolt
F Flush
Q Quench
D Drain




SB-Ta

Product Description
1. APl 682 Category 2 and 3, Type A, Arrangement 2
& 3 seal
Dual seal in face-to-back configuration
Balanced design
Independent of direction of rotation
Cartridge construction
Stationary design with multiple springs
Designed with integrated pumping device for
increased efficiency in circulation
Robust construction with shrink-fitted seal face
9.  Heavy duty design of solid seat

=@y g gs 9

o

Technical Features

1.  Accommodates shaft deflections due to stationary
design

2.  Can be designed for individual pump application
with corresponding connection parts to be
adopted to the pump seal chamber

3.  Optimum heat dissipation due to integrated
pumping device available for increased efficiency
in circulation and optimized seat design

4.  Cartridge unit factory assembled for easy
installation, which reduces downtime

5. Trouble-free long-term operation due to heavy
duty single seat design with bandage

6. Can operate under high sliding velocities and high
pressures

Typical Industrial Applications
*  Multiphase pumps API1 610/ISO 13709 pumps
e Qil and gas industry
*  Refining technology
* Chemical industry
* Hot water
* Sour water
*  Caustic soda

*  Amines
* Crystallizing media
*  Crude oil

*  Process water
e  Crude oil feed pumps
* Injection pumps

Performance Capabilities
Shaft diameter: d1=20... 110 mm (0.79" ... 4.33")
Pressure: p = 60 bar (870 PSI)
Temperature: —40 °C ... +176 °C (—40 °F ... +349 °F)*
Sliding velocity: vg = 50 m/s (164 ft/s)
* Engineered up to 260 °C (500 °F) with FFKM (K)
secondary seals

Materials
Seal rings: Blister resistant carbon,
Silicon carbide SSiC (Q1), RBSiC(Q2)
Mating rings: Silicon carbide SSiC(Q1), RBSiC(Q2)
Secondary seals: FKM (V), FFKM (K), EPDM (E), NBR (P)
Springs: Hastelloy® C-276 (M5)
Metal parts: CrNiMo steel 316 (G)

Recommended piping plans 2CW-CW
Process side:
01,02,03,11,12,13, 14, 21, 22, 23, 31, 32,41
Between seals: 52, 55
Atmospheric side*: 61, 62, 65A, 65B
* Throttle bushing on request

Recommended piping plans 3CW-FB
Process side:
01,02,03,11,12,13, 14, 21, 22, 23,31, 32,41
Between seals: 53A, 53B, 53C, 54
Atmospheric side*: 61, 62, 65A, 65B
* Throttle bushing on request

API 682 4th Edition Category 2 & 3
Seal type A (Stationary)
Configuration 2CW-CW (Contacting Wet — Contacting Wet)
Configuration 3CW-FB (Contacting Wet — Face-to-Back)
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Item Description
1.1,2.1 Seal ring
1.2,1.6,2.2,2.6,4,6,9, 11,15 O-ring
13,23 Spring
14,2.4 Back up ring
15,25 Mating Ring
1.7,2.7,10 Pin
3 Shaft sleeve
5 Seat housing
7 Set screw
8 Pumping ring
12 Gland
13 HSH cap screw
14 Cover
16 Multi-flow distributor
17 Setting Plate
18 Hexagon screw
19, 20 Retaining ring
21 Shrink disc
F Flush
LBI Liquid Buffer/Barrier IN
LBO Liquid Buffer/Barrier OUT




SB-D

Product Description

Dual seal in face-to-face configuration
Balanced design

Independent of direction of rotation

Cartridge construction

Stationary design with multiple springs
Designed with integrated pumping device for
increased efficiency in circulation

Robust construction with shrink-fitted seal face
9.  Heavy duty design of solid seat

SIRORCIEENCE
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Technical Features

1.  Accommodates shaft deflections due to stationary
design

2.  Can be designed for individual pump application with
corresponding connection parts to be adopted to the
pump seal chamber

3.  Optimum heat dissipation due to integrated pumping
device available for increased efficiency in circulation
and optimized seat design

4.  Cartridge unit factory assembled for easy installation,
which reduces downtime

5.  Trouble-free long-term operation due to heavy duty
single seat design with bandage

6. Can operate under high sliding velocities and high
pressures

Typical Industrial Applications
*  Multiphase pumps AP 610/1SO 13709 pumps
* Oil and gas industry
e Refining technology
e Chemical industry
* Hot water
e  Sour water
* Caustic soda

e Amines
e Crystallizing media
e Crude oil

* Process water
*  Crude oil feed pumps
* Injection pumps

Performance Capabilities
Shaft diameter: d1 =40 ... 110 (250) mm
(1.57" ... 4.33 (9.84)"
Pressure: pl = 42 (150) bar (609 (2,175) PSI)
Temperature: t = —40 °C ... +176 (+200) °C (40 °F ... +350
(+394) °F)
Sliding velocity: vg = 23 (60) m/s (76 (197) ft/s)
Axial movement: £3.0 mm

Materials
Seal rings: Blister resistant carbon,
Silicon carbide SSiC(Q1), RBSiC(Q2, Q3)
Mating rings: Silicon carbide SSiC (Q1), RBSiC(Q2)
Secondary seals: EPDM (E), NBR (P), FKM (V), FFKM (K)
Springs: Hastelloy® C-4 (M)* and C-276 (M5)
Metal parts: CrNiMo steel 316 (G) or equivalent, optional
materials on request.
* Sealmatic standard

Recommended piping plans
Process side*: 01, 02,03, 11, 12, 13, 14, 21, 22, 31, 32, 41
Between seals: 53A, 53B, 53C, 54
Atmospheric side**: 61, 62, 65A, 65B
* Piping plans 11 ... 41:
Integration in seal to be dimensionally checked.
** Throttle bushing on request.
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API 682 Category 2 and 3, Type A, Arrangement 3 seal

API 682 4th Edition Category 2 & 3
Seal type A (Stationary)
Configuration 3CW-FF (Contacting Wet — Face-to-Face)
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Item Description
1,4 Seal ring
2,5, 10,12, 18,24 O-ring
3,6, Back up ring
7 Spring
8 Mating ring
9 Shaft sleeve
14 Key
15 Pumping sleeve
16 Adapter
17 Cover
19 HSH cap screw
20 Set ring
21 Set screw
22 Assembly fixture
23 Hexagon bolt
LBI Liquid Barrier IN
LBO Liquid Barrier OUT




UFL850

Product Description
1. API 682 Category 2 and 3, Type B, Arrangement 1
seal
Single seal configuration
Balanced design
Independent of direction of rotation
Cartridge Construction
For plain shafts
Rotary metal bellows design
Shrink fitted seal ring and solid stationary ring
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Technical Features

Compact design construction

2. Balanced bellows design allows installation on
plain sleeve

3.  Elimination of seal face hang up due to absence of
dynamic O-Ring

4.  Face load variation is minimised due to bellows
design on account of shaft expansion or face wear

5.  Resistance to abrasive particles in the medium, no
shaft or sleeve fretting

6.  Narrow seal face width leads to low heat
generation and power consumption

7. Extended seal life

Typical Industrial Applications
* APl 610/1SO 13709 pumps
e Refining technology
* Oil and gas industry
*  Petrochemical industry
e Chemical industry
*  Power plant technology
* LPG plants
*  Process pumps

Performance Capabilities
Shaft diameter: d1 =20 ... 110 mm (0.79" ... 4.33")
Pressure: p = vacuum ... 20 bar (290 PSlI)
Temperature: t = =40 °C ... +200 °C (—40 °F ... +392 °F)
Sliding velocity: vg ... 23 m/s (75 ft/s)

Materials
Seal ring: Blister resistant carbon
Mating ring: Silicon carbide SSiC (Q1), RBSiC(Q2)
Bellows: Hastelloy® C-276 (M5),
option: Inconel® 718 (M6)
Secondary seals: EPDM (E), NBR (P), FKM (V), FFKM (K)
Metal parts: CrNiMo steel 316 (G), Hastelloy® C-276
(M5)

Recommended piping plans
Process side:
01,02,03,11,12,13,14,21,22,23,31,32,41
Atmosphericside: 51, 61, 62, 65A, 65B, 66A, 66B

API 682 4th Edition Category 2 & 3
Seal type B (Rotating)
Configuration 1CW-FL (Contacting Wet — Floating throttle bushing)
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Item Description
1.11 Seal Ring with Bellows Unit
1.1.2,1.3,3,9 O-ring
1.1.3,11 Set screw
1.2 Mating ring
2 Shaft sleeve
4 Gland
5 Throttle bushing
6 Spring
7 Washer
8 Multi-flow distributor
10 Set ring
12 Setting plate
13 Hexagon bolt
F Flush
Q Quench
D Drain

11
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UFLWTS800

Product Description
1. API 682 Category 2 and 3, Type C, Arrangement 1
seal
Single seal configuration
Balanced design
Independent of direction of rotation
Cartridge Construction
For plain shafts
Rotary metal bellows design
Shrink fitted seal ring and solid stationary ring
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Technical Features

1. Compact construction

2. Balanced bellows design allows installation on
plain sleeve

3.  Elimination of seal face hang up due to absence of
dynamic O-Ring

4.  Face load variation is minimised due to bellows
design on account of shaft expansion or face wear

5.  Resistance to abrasive particles in the medium, no
shaft or sleeve fretting

6.  Narrow seal face width leads to low heat
generation and power consumption

7. Extended seal life

Typical Industrial Applications
* API610/I1SO 13709 pumps
*  Refining technology
e Qil and gas industry
e Petrochemical industry
*  Chemical industry
*  Power plant technology
* LPG plants
*  Process pumps

Performance Capabilities
Shaft diameter: d1 =20 ... 110 mm (0.79" ... 4.33")
Pressure: p = vacuum ... 25 bar (... 363 PSI)
Temperature: t = =75 °C ... +400 °C (—103 °F ... +752 °F)
Sliding velocity: vg ... 23 m/s (... 75 ft/s)

Materials
Seal ring: Blister resistant carbon,
Silicon carbide SSiC(Q1), RBSiC(Q2)
Mating ring: Silicon carbide SSiC (Q1), RBSiC(Q2)
Bellows: Inconel® 718 (M6)
Secondary seals: Graphite (G)
Metal parts: CrNiMo steel 316 (G),
Carpenter® 42 (T4)

Recommended piping plans

Process side:

01,02,03,11,12,13, 14, 21, 22, 23,31,32,41
Atmosphericside: 51, 61, 62, 65A, 65B, 66A, 66B

API 682 4th Edition Category 2 & 3
Seal type C (Rotating)
Configuration 1CW-FL (Contacting Wet — Floating throttle bushing)
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Item Description
1.1.1 Seal ring with Bellows Unit
1.1.2,1.3,3 Sealing ring
1.1.3 Thrust ring
1.1.4,12 HSH cap screw
1.1.5,17,18 Set screw
1.2 Mating ring
2 Shaft sleeve
4 Gland
5,11 Gasket
6 Multi-flow distributor
7 Retaining ring
8 Quench baffle
9,20, 22 Hexagon bolt
10 Cover
13 Throttle bushing
14 Spring
15 Washer
16 Set ring
19 Pusher ring
21 Setting plate
F Flush
Q Quench
D Drain




UFL650

Product Description
1. API 682 Category 2 and 3, Type C, Arrangement 1
seal
Single seal configuration
Balanced
Cartridge unit
Stationary metal bellows
Shrink fitted seal ring and solid mating ring
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Technical Features

1.  Design construction for higher speeds

2.  Design accommodates run-out, squareness or
vibration of the shaft

3.  Compact construction

4.  Balanced bellows design allows installation on
plain sleeve

5.  Elimination of seal face hang up due to absence of
dynamic O-Ring

6.  Face load variation is minimised due to bellows
design on account of shaft expansion or face wear

7.  Resistance to abrasive particles in the medium, no
shaft or sleeve fretting

8.  Narrow seal face width leads to low heat
generation and power consumption

9. Extended seal life

Typical Industrial Applications
* API 610/I1SO 13709 pumps
*  Refining technology
e Qil and gas industry
e Petrochemical industry
e Chemical industry
*  Power plant technology
* LPG plants
*  Process pumps

Performance Capabilities
Shaft diameter: d1 =20 ... 110 mm (0.79" ... 4.33")
Pressure: p = vacuum ... 20 bar (... 290 PSI)
Temperature: t = =130 °C ... +400 °C (=202 °F ... +752 °F)
Sliding velocity: vg ... 50 m/s (... 164 ft/s)

Materials
Seal ring: Blister resistant carbon,
Silicon carbide SSiC (Q1), RBSiC(Q2)
Mating ring: Silicon carbide SSiC (Q1), RBSiC(Q2)
Bellows: Inconel® 718 (M6)
Secondary seals: Graphite (G)
Metal parts: CrNiMo steel 316 (G), Carpenter® 42 (T4)

Recommended piping plans
Process side:
01,02,03,11,12,13, 14,21, 22,23,31,32,41
Atmosphericside: 51, 61, 62, 65A, 65B, 66A, 66B

API 682 4th Edition Category 2 & 3
Seal type C (Stationary)

Configuration 1CW-FL (Contacting Wet — Floating throttle bushing)
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Item Description
1.1.1 Seal ring with Bellows Unit
1.1.2,1.3,7 Gasket
1.2 Mating ring
2 Shaft sleeve
3 Sealing ring
4,12,13 HSH cap screw
5 Gland
6 Multi-flow distributor
8 Cover
9 Throttle bushing
10 Spring
11 Quench Baffle
14 Drive collar
15,16 Set screw
17 Pusher ring
18, 20 Hexagon bolt
19 Setting plate
F Flush
Quench
D Drain
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UFL850-Ta

Product Description
1. API 682 Category 2 and 3, Type B, Arrangement 2
& 3 seal
Dual seal in face-to-back configuration
Balanced design
Independent of direction of rotation
Cartridge construction
For plain shafts
Rotary metal bellows design
Shrink fitted seal rings and solid mating rings
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Technical Features
Suitable for high and low temperature application
Compact design
3.  No dynamically loaded O-ring which reduces
chances of seal face hang-up.
4.  Pumping screw for media with higher viscosity
also available
Short installation length possible
Rugged design for long operating life
Bellows design efficiently ensure self-cleaning
Bellows design minimizes variation in face load
due to shaft expansion or face wear
9. Resistant to abrasive particles in the medium, no
shaft or sleeve fretting

N &
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Typical Industrial Applications
* APl 610/1SO 13709 pumps
e Chemical & Petrochemical industry
¢ Cold media
e Highly viscous media
*  Hot media
*  Power plant
e technology
e Refining technology
e Oil and gas industry
*  Power plant technology
* LPG plants
¢ Process pumps

Performance Capabilities
Shaft diameter: d1 =20 ... 110 mm (0.79" ... 4.33")
Pressure: p = vacuum ... 20 bar (290 PSI)
Temperature: t = —40 °C ... +200 °C (40 °F ... +392 °F)
Sliding velocity: vg ... 23 m/s (75 ft/s)

Materials
Seal rings: Blister resistant carbon
Mating rings: Silicon carbide SSiC (Q1), RBSiC(Q2)
Bellows: Hastelloy® C-276 (M5),
option: Inconel® 718 (M6)
Secondary seals: FKM (V), FFKM (K), EPDM (E), NBR (P)
Metal parts: CrNiMo steel 316 (G), Hastelloy® C-276
(M5)

Recommended piping plans 2CW-CW
Process side:
01,02,03,11,12,13,14,21,22,23,31,32,41
Between seals: 52, 55
Atmosphericside*: 61, 62, 65A, 65B
* Throttle bushing on request

Recommended piping plans 3CW-FB
Process side:
01,02,03,11,12,13, 14, 21, 22, 23,31, 32,41
Between seals: 53A, 53B, 53C, 54
Atmospheric side*: 61, 62, 65A, 65B
* Throttle bushing on request

API 682 4th Edition Category 2 & 3
Seal type B (Rotating)
Configuration 2CW-CW (Contacting Wet — Contacting Wet)
Configuration 3CW-FB (Contacting Wet — Face-to-Back)
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Item Description
1.1.1,2.1.1 Seal ring with Bellows Unit
1.1.2,1.3,2.1.2,2.3,4,6,9 O-ring
1.1.3,2.1.3,14 Set screw

2.1.4 Pumping sleeve
1.2,2.2 Mating ring
3 Shaft sleeve
5 Gland
7 Multi-flow Distributor
8 Retaining ring
11 Cover
12 HSH cap screw
13 Set ring
15 Setting plate
16 Hexagon screw
F Flush
LBI Liquid Buffer/Barrier IN
LBO Liquid Buffer/Barrier OUT




API 682 4th Edition Category 2 & 3

UFLWTS800-T W ot e
= a Configuration 2CW-CW (Contacting Wet — Contacting Wet)

Configuration 3CW-FB (Contacting Wet — Face-to-Back)

Product Description
1. API 682 Category 2 and 3, Type C, Arrangement 2
& 3 seal
Dual seal in face-to-back configuration
Balanced design
Independent of direction of rotation
Cartridge construction
For plain shafts
Rotary metal bellows design
Shrink fitted seal rings and solid mating rings
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Technical Features 114 113 111 6 13 59 214 213 10 22 41412 16

Suitable for high and low temperature application
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Compact design - - - - -

3.  No dynamically loaded O-ring which reduces
chances of seal face hang-up.

4.  Pumping screw for media with higher viscosity

115 112 3 7128 215 212 211 23

AVAN VN

also available
5.  Short installation length possible
6. Rugged design for long operating life j 77|7 _ D
i ici 5 i T s
7. Bellows des!gn ef!"lc.ler?tly ens.ure.a se!f cleaning % “THIE T T L 7% i *JrF
8.  Bellows design minimizes variation in face load C Al e .
due to shaft expansion or face wear *)A 4} N
9.  Resistant to abrasive particles in the medium, no F7i W LBI
shaft or sleeve fretting
Typical Industrial Applications Item Description
e APl 610/1SO 13709 pumps . . .
o @) & Pens pa el el 1.1.1,2.1.1 Seal ring with Bellows Unit
¢ Cold media 1.1.2,1.3,2.1.2,2.3,4 Sealing ring
* Highly vi§cous media 113 Thrusting
*  Hot media
e Power plant 1.1.4,2.1.4,11 HSH cap screw
* technology 1.15,215,13,14 Set screw
*  Refining technology —
«  0Oil and gas industry 12,22 Mating ring
¢ Power plant technology 2.1.3 Thrust ring with pumping ring
* LPG plants
« Process pumps 3 Shaft sleeve
5 Adapter
Performance Capabilities 6,8,9 Gasket
Shaft diameter: d1 =20 ... 110 mm (0.79" ... 4.33") -
Pressure: p = vacuum ... 20 bar (290 PSI) U Intermediate gland
Temperature: t = =40 °C ... +200 °C (40 °F ... +392 °F) 10 Gland
Sliding velocity: vg ... 23 m/s (75 ft/s)
12 Set ring
Materials 15 Pusher ring
Seal.ringjs: Blist-e.r resistan_t carbgn . 16,18 Hexagon bolt
Mating rings: Silicon carbide SSiC (Q1), RBSiC(Q2)
Bellows: Hastelloy® C-276 (M5), 17 Setting plate
option: Inconel® 718 (M6) F Flush
Secondary seals: FKM (V), FFKM (K), EPDM (E), NBR (P) — -
Metal parts: CrNiMo steel 316 (G), Hastelloy® C-276 LBI Liquid Buffer/Barrier IN
(Mm5) LBO Liquid Buffer/Barrier OUT

Recommended piping plans 2CW-CW
Process side:
01,02,03,11,12,13, 14,21, 22,23,31,32,41
Between seals: 52, 55
Atmosphericside*: 61, 62, 65A, 65B
* Throttle bushing on request

Recommended piping plans 3CW-FB
Process side:
01,02,03,11,12,13, 14, 21, 22, 23,31, 32,41
Between seals: 53A, 53B, 53C, 54
Atmospheric side*: 61, 62, 65A, 65B
* Throttle bushing on request



UFL650-Ta

Product Description
1. API 682 Category 2 and 3, Type C, Arrangement 2
& 3 seal
Dual seal in face-to-back configuration
Balanced design
Independent of direction of rotation
Cartridge construction
For plain shafts
Stationary metal bellows design
Shrink fitted seal rings and solid mating rings
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Technical Features
Suitable for high and low temperature application
Compact design
3.  No dynamically loaded O-ring which reduces
chances of seal face hang-up.
4.  Pumping screw for media with higher viscosity
also available
Short installation length possible
Rugged design for long operating life
Bellows design efficiently ensure self-cleaning
Bellows design minimizes variation in face load
due to shaft expansion or face wear
9. Resistant to abrasive particles in the medium, no
shaft or sleeve fretting
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Typical Industrial Applications
e Refining technology
e Qil and gas industry
e Petrochemical industry
e Chemical industry
*  Power plant technology
* LPG plants
* APl 610/1SO 13709 pumps
*  Process pumps

Performance Capabilities
Shaft diameter: d1=20... 110 mm (0.79" ... 4.33")
p = vacuum ... 20 bar (... 290 PSI)
Temperature: t= —130 °C ... +400 °C (—202 °F ... +752 °F)
Sliding velocity: vg ... 50 m/s (... 164 ft/s)

Materials
Seal rings: Blister resistant carbon,
Silicon carbide SSiC (Q1), RBSiC (Q2)
Mating rings: Silicon carbide SSiC (Q1), RBSiC (Q2)
Bellows: Inconel® 718 (M6)
Secondary seals: Graphite (G)
Metal parts: CrNiMo steel 316 (G), Carpenter® 42 (T4)

Recommended piping plans 2CW-CW
Process side:
01,02,03,11,12,13, 14, 21, 22, 23,31,32,41
Between seals: 52, 55
Atmospheric side*: 61, 62, 65A, 65B
* Throttle bushing on request

Recommended piping plans 3CW-FB
Process side:
01,02,03,11,12,13, 14, 21, 22, 23,31, 32,41
Between seals: 53A, 53B, 53C, 54
Atmospheric side*: 61, 62, 65A, 65B
* Throttle bushing on request

API 682 4th Edition Category 2 & 3
Seal type C (Stationary)
Configuration 2CW-CW (Contacting Wet — Contacting Wet)
Configuration 3CW-FB (Contacting Wet — Face-to-Back)
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Item Description
1.1.1,2.1.1 Seal ring with Bellows Unit

1.1.2,2.1.2,2.3,9,10

Gasket

AL3Y, 2313, 77, 17/, 1S

Hexagonal screw

1.2,2.2 Mating ring
1.3,12 Sealing ring
3 Shaft sleeve
4 Seat carrier
5,14, 16 Set screw
6, 20 HSH cap screw
8 Intermediate gland
11 Gland
13 Set ring
15 Pusher ring
18 Setting Plate
F Flush
LBI Liquid Buffer/Barrier IN
LBO Liquid Buffer/Barrier OUT




UFL850-D

Product Description

1. API 682 Category 2 and 3, Type B, Arrangement 3

seal

Dual seal in back-to-back configuration
Balanced design

Independent of direction of rotation
Cartridge construction

For plain shafts

Rotary metal bellows design

Shrink fitted seal rings and solid mating rings

Ol

Technical Features

R =

Compact design

3. No dynamically loaded O-ring which reduces
chances of seal face hang-up.

4.  Pumping screw for media with higher viscosity

also available

Short installation length possible

Rugged design for long operating life

Bellows design efficiently ensure self-cleaning

ORSINORU

due to shaft expansion or face wear

9. Resistant to abrasive particles in the medium, no

shaft or sleeve fretting

Typical Industrial Applications
* API 610/I1SO 13709 pumps
*  Chemical & Petrochemical industry
*  Cold media
e Highly viscous media
*  Hot media
*  Power plant technology
* Refining technology
e Qil and gas industry
*  Power plant technology
* LPG plants
*  Process pumps

Performance Capabilities
Shaft diameter: d1 =20 ... 110 mm (0.79" ... 4.33")
Pressure: p = vacuum ... 20 bar (290 PSI)

Temperature: t = =40 °C ... +200 °C (40 °F ... +392 °F)

Sliding velocity: vg ... 23 m/s (75 ft/s)

Materials
Seal rings: Blister resistant carbon
Mating rings: Silicon carbide SSiC (Q1), RBSiC(Q2)
Bellows: Hastelloy® C-276 (M5),
option: Inconel® 718 (M6)

Secondary seals: FKM (V), FFKM (K), EPDM (E), NBR (P)

Metal parts: CrNiMo steel 316 (G), Hastelloy® C-276
(M5)

Recommended piping plans
Process side:
01,02,03,11,12,13,14,21,22,31,32,41
Between seals: 53A, 53B, 53C, 54
Atmosphericside*: 61, 62, 65A, 65B
* Throttle bushing on request

API 682 4th Edition Category 2 & 3
Seal type B (Rotating)
Configuration 3CW-BB (Contacting Wet — Back-to-Back)
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Suitable for high and low temperature application

Bellows design minimizes variation in face load

i

Item Description
1.1.1,2.1.1 Seal ring with Bellows Unit
1.1.2,1.3,2.1.2,2.3,4,9,11 O-ring
1.1.3,2.1.3,13 Set screw
1.2,2.2 Mating ring
2.14 Pumping ring
3 Shaft sleeve
5 Gland
6 Adapter Sleeve
7 Pin
8 HSH cap screw
10 Intermediate Gland
12 Set ring
14 Assembly plate
i Hexagonal bolt
LBI Liquid Barrier IN
LBO Liquid Barrier OUT
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UFLWT800-D

Product Description
1. APl 682 Category 2 and 3, Type C, Arrangement 3
seal
Dual seal in back-to-back configuration
Balanced design
Independent of direction of rotation
Cartridge construction
For plain shafts
Rotary metal bellows design
Shrink fitted seal rings and solid mating rings
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Technical Features
1.  Suitable for high and low temperature application
Compact design
3. Nodynamically loaded O-ring which reduces
chances of seal face hang-up.
4.  Pumping screw for media with higher viscosity
also available
Short installation length possible
Rugged design for long operating life
Bellows design efficiently ensure self-cleaning
Bellows design minimizes variation in face load
due to shaft expansion or face wear
9. Resistant to abrasive particles in the medium, no
shaft or sleeve fretting
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Typical Industrial Applications
* APl 610/1SO 13709 pumps
e Chemical & Petrochemical industry
* Cold media
e Highly viscous media
*  Hot media
*  Power plant technology
e Refining technology
e Qil and gas industry
*  Power plant technology
* LPG plants
*  Process pumps

Performance Capabilities
Shaft diameter: d1 =20 ... 110 mm (0.79" ... 4.33")
p = vacuum ... 25 bar (... 363 PSI)
Temperature: t = =75 °C ... +400 °C (—103 °F ... +752 °F)
Sliding velocity: vg ... 23 m/s (... 75 ft/s)

Materials
Seal rings: Blister resistant carbon,
Silicon carbide SSiC(Q1), RBSiC(Q2)
Mating rings: Silicon carbide SSiC(Q1), RBSiC(Q2)
Bellows: Inconel® 718 (M6)
Secondary seals: Graphite (G)
Metal parts: CrNiMo steel 316 (G),
Carpenter® 42 (T4)

Recommended piping plans
Process side:
01,02,03,11, 12,13, 14, 21, 22,31,32,41
Between seals: 53A, 53B, 53C, 54
Atmosphericside*: 61, 62, 65A, 65B
* Throttle bushing on request

API 682 4th Edition Category 2 & 3
Seal type C (Rotating)

Configuration 3CW-BB (Contacting Wet — Back-to-Back)
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Item Description
1.1.1,2.1.1 Seal ring with Bellows Unit
1.1.2,2.1.2,13,23,4 Sealing ring
1.1.3 Drive collar with pumping ring
1.1.4,2.1.4,17 HSH cap screw
1.1.5,11,12 Set screw
1.2,2.2 Mating ring
3 Shaft sleeve
5 Adapter
6 Intermediate gland
7,9 Gasket
8 Gland
10 Set ring
13 Pusher ring
14,16 Hexagon screw
15 Assembly plate
LBI Liquid Barrier IN
LBO Liquid Barrier OUT




UFL650-D

Product Description
1. API 682 Category 2 and 3, Type C, Arrangement 3
seal
Dual seal in face-to-face configuration
Balanced design
Independent of direction of rotation
Cartridge construction
For plain shafts
Stationary metal bellows design
Shrink fitted seal rings and solid mating rings
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Technical Features
1.  Suitable for high and low temperature application
Compact design
3.  No dynamically loaded O-ring which reduces
chances of seal face hang-up.
4.  Pumping screw for media with higher viscosity
also available
Short installation length possible
Rugged design for long operating life
Bellows design efficiently ensure self-cleaning
Bellows design minimizes variation in face load
due to shaft expansion or face wear
9. Resistant to abrasive particles in the medium, no
shaft or sleeve fretting
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Typical Industrial Applications
e Refining technology
e QOil and gas industry
e Petrochemical industry
e Chemical industry
*  Power plant technology
* LPG plants
* API 610/1SO 13709 pumps
*  Process pumps

Performance Capabilities
Shaft diameter: d1 =20 ... 110 mm (0.79" ... 4.33")
p = vacuum ... 20 bar (... 290 PSI)
Temperature: t = —130 °C ... +400 °C (-202 °F ... +752 °F)
Sliding velocity: vg ... 50 m/s (... 164 ft/s)

Materials
Seal rings: Blister resistant carbon,
Silicon carbide SSiC (Q1), RBSiC(Q2)
Mating rings: Silicon carbide SSiC (Q1), RBSiC(Q2)
Bellows: Inconel® 718 (M6)
Secondary seals: Graphite (G)
Metal parts: CrNiMo steel 316 (G), Carpenter® 42 (T4)

Recommended piping plans
Process side: 01, 02, 03, 11, 12, 13, 14, 21, 22,31, 32,41
Between seals: 53A, 53B, 53C, 54
Atmosphericside*: 61, 62, 65A, 65B
* Throttle bushing on request

API 682 4th Edition Category 2 & 3
Seal type C (Stationary)
Configuration 3CW-FF (Contacting Wet — Face-to-Face)

Item Description
1.1.1,2.1.1 Seal ring with Bellows unit
1.1.2,2.1.2,6,9 Gasket
1.2,2.2 Mating ring
1.3,2.3,4 Sealing ring
1.4,2.4,8 HSH cap screw
1.5 Lock ring
1.6,11,12 Set screw
3 Shaft sleeve
5 Intermediate gland
7 Gland
10 Set ring
13 Pusher ring
14, 16 Hexagon bolt
15 Assembly plate
LBI Liquid Barrier IN
LBO Liquid Barrier OUT
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